COMMERCIAL PROPOSAL

R U S T R A D E W O O D The RUSTRADEWOOD woodworking factory
welcomes you and offers cooperation!

since 2002

WOODWORKING FACTORY RUSTRADEWOOD

is a leading enterprise for the production of dry planed, profiled and glued products, which is based on the principles

of high quality, modern technologies and further highly efficient development. A fully automated production cycle, an

Austrian-made drying complex, and systematic technical quality control guarantees stable growth, durability and high
quality of products, that is confirmed by certificates of conformity. The recognition of the RUSTRADEWOOD plant as a
reliable manufacturer has firmly established itself among our European and Asian partners!

WOODWORKING FACTORY “RUSTRADEWOOD” PRODUCES AND OFFERS SUPPLIES:

WOODEN LINING TIMBER IMITATION WOODEN BAR/ PLANED BOARD FLOORBOARD STAIR STRINGER
PANEL SAW SLATS DECKING GLUED BAR/BEAM STEP / WINDOW
EUROLINING SOLID WOOD PLANKEN SILL
SLATTED FACADE SR
PROFILED BAR PANELS PROFILED WALL FURNITURE PANEL FURNITURE PANEL
IMITATION BAR (RISER)
BLOCKHOUSE

PROFILED BAR SAUNA

See the PRODUCT CATALOG and PRICES on the following pages J,

Possible supply: 5000 m3/month

Payment terms: prepayment

Terms of delivery: FCA Sokol, Vologda region, Russia. It is possible to discuss the terms DAP, FOB, CPT
Product Certificates of FSC, voluntary certification of products in Russia

Compliance:

Geography of supplies since 2002: Turkiye, Iraq, Iran, Germany, Poland, Romania, Lithuania, Estonia, Sweden, Jordan,

Cyprus, Spain, Italy, France, England, Austria, China, India, Thailand

THAI WATSADU 9

OUR PARTNERS IN ASIA: Thai Watsadu, Home Pro (120 stores) m-[ﬂ')ﬂﬂ

CONTACT INFORMATION

Office address: 15, Lermontova str., Vologda, 160000, Russia
Factory address: 9, Kirpichnaya str., Sokol, Vologda region, 162139, Russia.

@  en.rustradewood.ru
~ rustraderwood@gmail.com Dubovikov Vladimir (CEO) +7 921 680 2539
™~ sale@rustradewood.ru Mikhail Zaitsev (CCO) +7 921716 3004
% info@rustradewood.ru Natalia Veselova (SDM) +7 921 232 4469



PRODUCT CATALOG

WOODEN LINING
PANEL

The advantage: you can create a beautiful
smooth surface with minimal visibility

of seams, as well as the possibility

of horizontal installation, which distinguishes
this type of lining from others.

EUROLINING

is one of the most popular materials

for finishing wood.

The difference is the presence of a groove
after the finished installation.

PROFILED BAR
IMITATION

material:
grade:
profile:
section,mm:

PRICE:

material:
grade:

section, mm:

length, mm:

PRICE:

- wooden lining.

spruce/pine

AB, BC

calm

13x96x3000; 4000
13x122x3000

spruce/pine
AB, BC
12,5x96
3000; 4000

A wall or ceiling sheathed with timber
imitation cannot be distinguished from a wall

made of timber.

material:
grade:

section, mm:

length, mm:

PRICE:

material:
grade:

section, mm:

length, mm:

PRICE:

spruce/pine
AB, BC, ABC
20x146; 20x175; 20x195
3000; 6000

spruce/pine

AB, BC, ABC

16x146; 20x146; 20x175;
20x195

2000; 3000; 4000;
6000
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TIMBER IMITATION
SAW-UYV

Saw front side.

SOLID WOOD
SLATTED FACADE
PANELS

Solid wood slatted facade panels (spruce/pine) -
a natural and eco-friendly building cladding
solution. Perfect for country houses, cottages
and even commercial projects in country,
Scandinavian or eco-design styles.

BLOCKHOUSE

is imitation of a log.

From the outside, the wall sheathed with
blockhouse from the outside looks like a wall
made of rounded logs.

PROFILED BAR
SAUNA

Profiled bar "Moon groove" is widely used
in the construction of "Bath Barrels".

material:
grade:
profile:

section, mm:

length, mm:

PRICE:

material:
grade:

section, mm:

length, mm:

PRICE:

material:
grade:

section, mm:

length, mm:

PRICE:

material:
grade:

section, mm:

length, mm:

PRICE:

spruce/pine

AB

uYv/s

22x145; 22x196
6000

spruce/pine

AB

36x96; 36x122
2000; 3000; 4000;
6000

spruce/pine

AB, BC, ABC

21x96; 28x145; 36x175;
36x195

3000; 6000

spruce/pine

AB

45x96

3000; 4000; 6000
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PLANED BOARD

Itis a product, characterized by a smooth
surface on all sides. Lumber is produced
on special machines that allow you to get
a perfectly flat plane.

PLANKEN

It is widely used in frame house construction
and the manufacture of interior details,

for high-quality finishing of walls, ceilings,
window sills, doorways, exterior decoration
of facades and gables of houses,

the manufacture of fences, gazebos, canopies
and other buildings.

PROFILED WALL BAR

PROFILED TIMBER

GLUED PROFILED TIMBER

material:
grade:
section,mm:

length, mm:

PRICE:

material:
grade:
section,mm:

length, mm:

PRICE:

spruce/pine

AB, BC, ABC

20x96; 20x120; 20x145;
45x95; 45x145; 45x195
2000; 3000; 6000

spruce/pine

AB, BC, ABC

20x90; 20x96; 20x120;
20x145

2000; 3000; 4000;
6000

The main field of application

is the construction of small architectural
forms (gazebos, grill houses, garden
houses, farm buildings).

material:
grade:
section,mm:
length, mm:

PRICE:

material:
grade:

type:

section, mm:

length, mm:

PRICE:

spruce/pine

AB

45x145; 60x145
6000

spruce/pine

AB

one-piece glued
(glue D4)
60x145; 75x145
6000




WOODEN BAR

A wide range of applications: from
the construction of crates to the manufacture
of interior details or furniture.

DECKING

DECKING

DECKING (CORRUGATED TYPE)

material:
grade:
section,mm:

length, mm:

PRICE:

spruce/pine

AB, BC

20x30; 20x40; 20x45;
30x40; 30x50; 40x40;
40x50; 40x60; 45x45;
50x50; 50x70

2000; 3000; 4000;
6000

Decking is a floor covering with rounded
chamfers on the outer edges. It is often
used in creating the floor of terraces

or garden paths, can also be used

for indoor floors.

material:
grade:
profile:

section, mm:

length, mm:

PRICE:

material:
grade:
profile:

section, mm:

length, mm:

PRICE:

spruce/pine

AB, BC, ABC

smooth (not anti-slip)
28x96; 36x96; 45x95;
45x145; 45x195;
3000; 4000; 6000

spruce/pine

AB, BC

corrugated anti-slip
28x96; 36x96
3000; 4000; 6000




FLOORBOARD

The most popular floor covering for everyone
who needs naturalness, durability
and environmental friendliness.

GLUED BAR/BEAM

The finished building material

is characterized by quality stability
and is immediately suitable for use.
It is widely used in construction.

STAIR LANDING

It Is a structure that connects two stairs
between floors. It is used when there is not
enough room for a continuous stair run.

FURNITURE PANEL

material:
grade:
section, mm:

length, mm:

PRICE:

material:
grade:
section, mm:

length, mm:

PRICE:

height,mm:
width,mm:

length, mm:

PRICE:

material:
grade:

thickness, mm:

width, mm:
length, mm:

PRICE:

spruce/pine

AB, BC, ABC

21x96; 28x96; 28x145;
36x96; 36x122; 36x145
3000; 4000; 6000

spruce/pine

AB, BC

80x80; 90x90;
100x100; 120x120;
120x170; 140x140;
145x125; 145x170
3000; 6000

40

400; 500; 600; 700;
800; 900; 1000

800; 900; 1000; 1200;
1500; 2000; 3000

spruce/pine

AB

glued

40

200; 300; 600
1000; 2000; 3000




en.rustradewood.ru
rustraderwood@gmail.com
sale@rustradewood.ru
info@rustradewood.ru
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STAIR STRINGER material: spruce/pine

grade: AB

thickness, mm: 50; 60

width, mm: 300

length, mm: 2000; 3000; 4000

PRICE:

STEP / WINDOW material: spruce/pine
SILL grade: AB

thickness, mm: 40
width, mm: 300; 600
length, mm: 1000; 2000; 3000

PRICE:
FURNITURE material: spruce/pine
PANEL (RISER) o=  #

glued
thickness, mm: 18
width, mm: 200; 300;
length, mm: 800; 900; 1000; 2000;

3000
PRICE:
DUBOVIKOV VLADIMIR ( CEO) +7 921680 2539
MIKHAIL ZAITSEV ( CCO) +7 921716 3004
NATALIA VESELOVA (SDM) +7 921 232 4469

RUSTRADEWOOD

RUSSIAN NORTH WOOD
EUROPEAN QUALITY
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